Minimum Well Casing & Cement Grout Depth* For Bedrock Wells
Within the Arsenic ""Special Well Casing Pipe Depth Area"
Towns of Menasha & Neenah, Winnebago County

Co Rd BB W Frospect Ave

230 230 220 210
6 5

210 210 | 220

shady Ln

220

220 230 © 230 1220
ul
7 = 8

any UOIABID

240 250 250 250
18 17

270 260 260

270 260 260
19 20
280 270 270 270
Larsen Rd S ﬁge?‘d
Oy
290 280 260 240
30 29—
290 280 250 240
D
2807270 | 250 240
—-31 32
280 270 250 240

Breezewood LD

230 240" 240 240

260

300 310

280 300

=1
280 290

280 290
13
280

24

Lake Winnebago

T20N, R17E
210 220! 240 240 270, 280

| 4 3 .

- | 240 -« 280 290
Bl A L Midway Rd
240 - 220 250 . 270 = 280

9 10 i
230230 260 270 1270
| 260 | | 1260 270
iga 230 2
8718 15 |
5605 2507 240 | 240 250 -260- 270
260 250 260 | 270 280
29 22T 23
260 260 270 270~ 280
240 240 270 280
28 27 26
250 /250 280 290
260 270 290 310 310
33 34~ 35
260 270 — 320

25

36

*Withm each quarter section the mmimunm depth of the upper-enlarged drillhole, casmg pipe and cement grout 1s
mdicated by the number provided. Although unlikely, the munumum casing/grout depths provided above may not
get vou down to the Cambrian Sandstone. However, n any case, the casing and grout shall extend at least to the

top of the Cambrian Sandstone.

Note: The twst 10-15 feet of the Cambrnian Sandstone 15 usually reddish in color and can produce water with a lugh
won content. You may want to also case and grout through this top laver.
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